SANTEE R VER BASIN 329
02171645 REDI VERSI ON CANAL AT SANTEE RI VER NEAR ST. STEPHENS, SC

LOCATI ON. - - Lat 33°25'26'', long 79°51'40'', Berkel ey County, Hydrologic Unit 03050112, on right bank, 3.2 m downstreamfrom St.
St ephens Power house, 0.8 ni upstreamfrom Santee River, and 3.0 m west of St. Stephens.

DRAI NAGE AREA. - - | ndet ermi nat e.
PERI OD OF RECORD. -- Cctober 1986 to current year.
GACE. --Data collection platformand acoustic velocity meter. Datumof gage is sea |level.

REMARKS. - - An Acoustic Velocity Meter (AVM was installed in March 2001 in order to inprove the accuracy of the discharge
conput ati ons. The AVM has not yet been calibrated because of limted releases by the St. Stephen Powerhouse due to the
ongoi ng drought. Discharge records for the 1987-2000 water years were conputed by utilization of the One-D nensional unsteady
fl ow simul ation nodel (BRANCH) and are rated poor. Two auxiliary stations (sta. 02171560 and 02171700) were used with this
station for conputation of discharge. Flowis regulated by the St. Stephens Powerhouse and affected by tide during | owflow
periods. Water Is diverted above station fromLake Multrie for generation of power and for navigation, then discharged into
the West Branch Cooper R ver (see station 02172002). During periods of inconpl ete gage-height record, values of daily nean
di scharge from St. Stephens Powerhouse were obtained and used to estinmate daily discharges. These val ues are shown as
estimated daily discharges.

DI SCHARGE DATA FCR THE 2001 WATER YEAR WLL BE | NCLUDED I N THE 2002 WATER YEAR REPCRT



